
Performance | Size | Simplicity

Liquid Handling System

Made for extraordinary life 

9myra



More deck space. Same brilliant performance.

Compact Size Low volume multi-dispensing

Enhanced small volume control

HEPA Filter and UV come standard

Vortex Mixing

Multi-tube aspiration

Optical encoders 

Film piercing ability 

Camera 

Pressure sensing 

Fully flexible 9 SBS position deck with deep well 
sockets to accommodate more tube and 
consumables types.

Myra9 builds on everything you love about the 
original Myra—compact design, high speed, 
and intelligent automation—with three extra 
deck positions to give you more flexibility for 
larger and more complex liquid handling 
protocols. 

Liquid Handling System

State of the Art Hardware

Closed loop axis control using optical 
encoders with advanced path planning 
and error detection.

High precision pipette tip positioning for 
small aperture tubes such as 1536 well 
plates (100 μm resolution). 

Pressure based liquid level sensing that 
can monitor the aspirate and dispense 
process for errors.  No need for 
conductive tips! 

Long life UV LED, easy replacement 
HEPA filter system and closed waste 
tub reduce the risk of contamination.  

9 position deck to allow more complex 
protocols.

Each Interchangeable pipette head 
contains its own calibration data and 
controller.  Swap and go.

Dispense 1 – 50 µL with exceptional 
accuracy and precision. Especially for 
volumes < 5 µL.

Using 384 well pipette tips means you 
swap out tip racks less often. Leaving 
more space on deck.  

Integrated ejection and closed waste 
container.  

More Deck Space



®MyraIntelligence

Our AI-powered automation engine that 
brings a whole new level of control and 
confidence to your protocols.

● MyraSim® - Dynamically calculates the 
exact volumes needed, checks every 
operation for success, and offers smart 
optimization tips. 

● MyraVision® - Uses computer vision to 
understand your deck layout, detect 
missing consumables, and confirm setup. 

● MyraSense® - Monitors liquid levels, 
adjusts for tube height, and recovers 
a u t o m a t i c a l l y  f r o m  u n e x p e c t e d 
collisions.

Simplicity with Workbench Software
Effective software should be a facilitator, 
not a dictator, of your work. More 
powerful and flexible MyraScript™ 
editing (no Python needed). Run setup 
with fewer clicks and clearer visuals. 
From assay setup to final analysis, 
Workbench enables you to plan and 
interpret your runs with unmatched 
ease.

● Create protocols
● Replicates
● Normalization
● Pooling
● Cherry picking
● Complex dilutions
● CSV file import
● Combine sample preparation with run setup
● Multiple plate types per destination
● Expansive consumable library

NGS  Library prep  mag ●  ▪
cleanup  size selection   ▪  ▪
normalisation  pooling ▪

®Kits for Illumina  Oxford  ▪
®Nanopore Technologies   ▪

®Element Bio  PacBio  NEB  ▪ ▪  ▪
® Zymo Research and more.

Micro�uidic Prep  ●
TMBioMark  IFC Dynamic 

Array

MALDI-TOF MS prep  ●
Bruker®  Shimadzu®  ▪

Microbiology  Min. ●
inhibitory concentration   ▪
microscopy prep. 

Kinase Assay prep  ADP-●
TMGlo  TR-FRET  ▪

Cell culture media prep

qPCR  Mic  96  384  RG●  ▪  ▪  ▪

dPCR ® ®  Bio Rad  Stilla  ●  ▪  ▪
®Qiagen

Applications

Precisely and easily calibrate plate 
and tube positions. Click and set. 

Accessories

Deeper sockets that accept a wide range 
of tube types.

Magnetic Station accessory for NGS 
library prep and nucleic acid extraction.

Myra Multipurpose block gives flexibility 
in setup without compromising space.

Cold blocks to keep plates cool for over 
2 hours. 

In house ability for BMS to 3D-print 
blocks to house exotic tubes or plate 
types. 

Add your own plate or tube type to the 
library. 



 www.biomolecularsystems.comsales@biomolecularsystems.com

520 mm468 mm

35
6

 m
m

(6
35

 m
m

 li
d 

op
en

)

Position control

Level detection type

Calibration

Strategy

Performance Closed loop, 100 mm resolution

Pressure sensing 

High precision camera

Single or multi-dispense

Volume

Tips per rack

Precision

Accuracy

Pipette 1 - 50 mL

384

1 mL  5% CV 
5 - 50 mL  1% CV 
 
1 mL  ≤ 10% 
5 - 50 mL  1% 

Connection type

Min. PC requirements

Communication USB 2.0

Intel Core i5 or equivalent 
8 GB RAM, 3 GB disk space
1080p screen resolution 

Tip disposal

UV decontamination

HEPA air filtration

Contamination 
control

Internal enclosed waste tub

High intensity 70 mW 280 nm 
UV LED

99.98% at 0.3 mm

Temperature range

Humidity range

Environment o18 - 30 C

20 - 80%

Speci�cations

17 kg

Head Office
5 - 7 Tonka St.
Yatala QLD 4207
AUSTRALIA

Ste 504, 24-30 Springfield Ave.
Potts Point NSW 2011
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Sales & Support UK Sales
22 Chancery Ln.
London WC2A 1LS
UNITED KINGDOM

USA Sales
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UNITED STATES

Designed and manufactured in Australia by
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