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Viable cell count (VCC) of bacteria in
water

Introduction

The quantification of the bacterial amount is important to control the microbial ecology in different water
samples. Sysmex Partec instruments use an improved and standardized application to determine
bacterial counts in water: The CyStain™ BacCount reagents.

The old standard - Heterotrophic plate count

Worldwide, the bacterial quality control of water is
performed with the ‘heterotrophic plate count’ (HPC).
This method goes back to Robert Koch, who more
than a century ago determined the microbiological
status of drinking water by counting microbial
colonies on agar plates.

Today it is well known that this routine cultivation
technique has severe limitations:

1.

Not all microbes present in water samples grow
and form colonies on solid cultivation media.
These bacteria are e.g., the so-called viable but
nonculturable (VBNC) bacteria.

The data obtained from colony counting for result
interpretation is weak as it represents down to
less than 0.1 % of the bacteria present in a water
sample.

Plate counting requires considerable manpower
and delivers results with some days of delay,
which is caused by the necessary period of
cultivation.

Figure 1: Despite of the many disadvantages, heterotrophic plate count is

still the standard methods for the quality control of drinking water.

The delay of the results (1 - 14 days) poses a risk, since the
sampling of water and reporting of results are decoupled: By
the time the results become available, the drinking water has
already reached the consumer and, most likely, has been
consumed for some time.
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State-of-the-art: Flow cytometry

More and more scientific publications recommend
bacterial cell counting (Total cell count, TCC) in
drinking and industrial water via flow cytometry. One
advantage of this applications is the potential of high
throughput automation [1- 5].

Sysmex Partec standardized and improved bacterial
cell count in water samples using the accurate and
convenient CyFlow™ RI-300 Flow Cytometer
together with the two CyStain™ BacCount kits. The
CyStain™ BacCount Total kit enables the detection of
the total amount of bacteria in water samples
(More information in the Application Note
“APN_032A_CyStain BacCount Total_RI-300").

On the other hand, the CyStain™ BacCount Viable kit
discriminates between live and dead bacteria, which
is important to monitor successful inactivation of
harmful bacteria in water.

This procedure allows to discriminate between live
and dead bacteria and to differentiate between
bacterial populations with a high (HNA bacteria) and a
low content of nucleic acid (LNA bacteria) within less
than 15 minutes from the time of sampling. The
procedure is simple, reliable, fast and samples can be
analyzed by the robust CyFlow™ RI-300 Flow
Cytometer that is capable of volumetric counting of
particles.

Flow cytometry allows to determine the viable

bacterial count within less than 15 minutes.

In contrast to the HPC, this method detects not only
those bacteria growing on agar plates but the entire
population of bacteria, regardless of their potential to
grow in an artificial or natural environment. This
explains why HPC results, and the total bacterial cell
count determined by flow cytometry can differ by a
factor of 100 to 10,000. Monitoring the VCC allows
drawing conclusions on the present microbiological
status of drinking water, but also of its development.
The method is suitable for drinking water and surface
water.

Flow cytometry HPC
Reproducibility High Low
Speed 15 min Days
Automation Yes, easy to scale up No

Bacteria detected All Only those growin

on agar
Sensitive for Yes No
changes in cell
count
Information Total number of cells Colony forming uni

Number of living and (CFU)
dead cells, Number of
viable, but not culturable
cells (VBNC) Fingerprint
(LNA/ HNA ratio)
Table 1: Advantages of flow cytometry compared to HPC
LNA = low nucleic acid
HNA = High nucleic acid

CyStain™ BacCount Viable

Principle of the CyStain™ BacCount Viable kit

The viable cell count is based on the labelling of bacterial DNA
with two different fluorescent dyes (Figure 2):

1.

CyStain™ Green is a membrane permeable
dye that unspecifically stains all bacteria in
water samples (living and dead bacteria),
emitting green fluorescence. Both live and
dead cells will be stained.

CyStain™ Red is not membrane permeable
and stains only bacteria with a damaged cell
membrane. This is an indication of dead or
dying cells.
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Figure 2: The membrane-permeant CyStain™ Green stains all living and dead bacteria by

emitting a characteristic green fluorescence. CyStain™ Red is only able to stain bacteria

with a damaged membrane. Dead bacteria are therefore labeled with both dyes, resulting

in emission of two fluorescence.

Make sample automation simple

There are 2 options using the CyStain™ BacCount Viable kit:

1.

Manual measurements using the kit and the
CyFlow™ RI-300 Flow Cytometer, or

Automated measurements using the kit, the
CyFlow™ RI-300 Flow Cytometer and the
CyFlow™ AL-20 Autoloader.

Sample automation is the key requirement for quality and
process control of water samples. The CyFlow™ AL-20
Autoloader enables a complete automation solution, which
offers simplicity, sustainable reliability, and exceptional walk-
away convenience. This automated system is the ideal
platform to tailor all customers™ needs in the water industry.
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Required Equipment for the Analysis

Required instrument

For the analysis the CyFlow™ RI-300 Flow Cytometer
(Ref. No. AE538566) is recommended, offering all tools
and templates for automated data analysis of the
sample. This flow cytometer is equipped with a blue
laser (light excitation, 488 nm) and five detectors for
FSC, SSC, FL1(IBP 536 nm), FL2 (IBP 590 nm) and FL3
(RG 630 nm). A flow cytometer with equivalent
configuration can be used, too.

Figure 3: The CyFlow™ RI-300 Flow Cytometer with the CyFlow™ AL-20

Autoloader.

Optionally, the CyFlow™ AL-20 Autoloader
(Ref. No. AS490930) can be used for
automated sampling from 96-well plates.

Additional required equipment and
disposables

* Heating block/water bath set to
37°C+05°C
= Vortex mixer

Reagents and consumables

The CyStain™ BacCount Viable Kit (Ref. No.: 05-
5028) contains the following reagents:

= 5 Aliquots x 40 pL CyStain™ Green
= 5 Aliquots x 400 pL CyStain™ Red
= 29 mL CyStain™ Dilution Buffer

= 5 Aliquots x 40 pL CyStain™ Green

CyStain™ BacCount Viable
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Figure 4: CyStain™ BacCount Viable kit (Ref. No. 05-5028).

Further additional consumables are necessary:

Cleaning Solution

(SPG Ref. No. 04-4009_R)
Decontamination Solution

(SPG REF no. 04-4010_R)

0.5% Hypochlorite Solution

(SPG Ref. No. 04-4012_R)

Count Check Beads green

(SPG Ref. No. 05-4011_R)

Calibration Beads 0.5 pm, ready-to-use
(SPG Ref. No. 05-4027)

Sample tubes compatible with the flow
cytometer, e.g., sample tubes 3.5 mL
(SPG Ref. No. 04-2000)

2 mL reaction tubes (Safe-Lock) tubes with
round bottom and cap (e.g., Eppendorf tubes
with cap)

Pipette tips (50-1000 pL)

(SPG Ref. No. 04-6-1530)

Pipette tips (2-200 pL)

(SPG Ref. No. 04-6-1510)

96-well plate (SPG Ref. No. 04-2020)



Application Note

Sample Preparation

CyStain™ BacCount Viable

There are two options for sample preparation: For manual and for automated sample analysis. In this
Application Note both options are presented in parallel.

Manval analysis

la. Prepare a CyStain™ working solution by mixing
both stains. Dilute the 1000X stock solution of
CyStain™ Green 1100 and the 100X stock
solution of CyStain™ Red 1:10 with CyStain™
Dilution Buffer. For 10 samples mix 10 pL CyStain™
Green and 100 pL CyStain™ Red with 890 pL
CyStain™ Dilution Buffer.

2a. Mix 100 pL CyStain™ working solution with 900 pL
water sample in a 2 mL reaction tube.

3a. Mix sample with a vortex mixer for 3 seconds.
4a. Incubate sample for 13 minutes at 37 °C + 0.5 °C,

protected from light in a heating block or water
bath.

5a. Mix sample with a vortex mixer for 3 seconds.

6a. Pipette all the sample into a sample tube for flow
cytometry.

Analysis range

The maximum cell number for an accurate data
acquisition is 2 x 105 cells/mL. It is recommended to
dilute a water sample if the cell number is higher.
Dilute the water sample with ultrapure water or 0.1 ym
filtered water before staining with the CyStain™
BacCount Viable kit.

Data Acquisition & Analysis

Automated analysis

1b. Prepare a working solution by mixing both stains.
Dilute 20 pL stock solution of CyStain™ Green and
200 pL stock solution of CyStain™ Red with
1780 pL CyStain™ Dilution Buffer.

2b. Mix 20 pL CyStain™ working solution with 180 pL
water sample per well in a 96-well plate
(Ref. No. 04- 2020).

3b. Mix gently by pipetting up and down the solution.

4b. Incubate sample for 13 minutes at 37 °C * 0.5 °C,
protected from light.

Table 2: Analysis range of CyStain™ BacCount Viable kit

Detection Limit Reportable Range

200 cells/mL* 1x10% -2 x 105 cells/mL

*A specific treatment of the CyFlow™ RI-300 Flow Cytometer is
required if the expected viable cell count is lower than 1x 10 cells/mL.
Please refer to section General hints for further information.

For the Sysmex Partec system CyFlow™ RI-300 a dedicated quality check (QC) procedure for the
CyStain™ BacCount Viable kit is offered. This procedure is carried out before samples are acquired.
Passing the QC procedure ensures that the instrument is in good working order (Figure 5a / 5b).
For this purpose, the specific analyzing script for the CyStain™ BacCount Viable kit must be loaded
on your RI-300 and after an initial priming, the dedicated QC procedure can be selected. Sample
loading can be performed manually or using the CyFlow™ AL-20 Autoloader. QC Material is loaded
to the instrument and the software guides through the steps of the QCP. Two final QC reports show

the result of the QC procedure.

Report Summary:

Device Status 1 of 2:

Figure 5a: Snapshot from FCS Express QC report 1 of 2:

Report Summary:

Device Status 2 of 2:

Figure 5b: Snapshot from FCS Express QC report 2 of 2:
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Sample AnalySiS Sample and Reagent Information
Select the Work mode, after the QC procedure is Rample: Sampet
completed, to analyze the BacCount Total samples. LOT BacCount Viable:  [EEEEEE
1. For manual analysis connect the sample tube Report Summary:
from step 6a and start measurement. For
automated analysis insert 96-well plate from Viable Count: 7988 E‘giﬁ';ff::ﬁ‘a
step 4b into the CyFlow™ AL-20 Autoloader
and start measurement. Report Summary:
. . . Viable Count: 79881 perml
2. Pressthe 'Start' button: a sample aspiration is
Lo . Viable HNA Count: 77906 per mL
initiated, and the sample is processed Percentage Viable S
automatically. Real-time data is displayed on HNA
. . . Viable LNA Count: 1975 permlL
the screen with in the CyView™ software.
Percentage Viable LNA: 247 %

Once the pre-set sample volume has been
counted, the measurement stops, and an
analysis report in the FCS Express™ software

Figure 6: Snapshot from FCS Express™ Report: Result is calculated.

is automatically opened.
Detailed information about using the CyFlow™

3. Type in the sample ID and the Lot number. RI-300 & CyFlow™ AL-20 is included in the user
The results of Viable Count, Viable HNA manual provided with your instrument.

. . . Further information is found in the CyStain™
Count, Viable LNA Count and their respective BacCount - Quality Check IFU.

percentages per mL are displayed (Figure 6).

n Start always the Shutdown procedure
after the sample analysis is completed
to clean the instrument. Follow the
instructions on the display.

Results

For this application Note Evian mineral water (commercially available bottled water) samples with
different cell numbers were chosen. Evian mineral water is used due to its natural content of high
nucleic acid (HNA) and low nucleic acid (LNA) bacteria.

The highest cell number of viable bacteria was found as expected with Evian mineral water (79,881 viable bacteria/ mL).
The effectiveness of autoclavation was shown in the 1:1 mixture (38,086 viable bacteria/mL) and in the autoclaved water
(onlv 56 viable bacteria/mL).

Table 3: Amount of detected viable bacteria in the 3 water samples.

Water sample Total bacteria Sample 1: Evian mineral water

Sample 2: 1:1 mixture of pure and autoclaved

Evian mineral water 79,881/mL . R
. Evian mineral water
1:1 mixture of pure and autoclaved . .
Evian mineral water 38,086/mL Sample 3: autoclaved Evian mineral water
Autoclaved, Evian mineral water 56/mL

E The lower detection limit of the CyStain™ BacCount Total kit
is 500 cells/mL. Therefore, a detected cell counts of less than
500 cells/mL represent a negative result.
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Sample 1: Evian mineral water
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Figure 7: Different samples of Evian mineral water stained with CyStain™ BacCount Viable kit. (1) Evian mineral water, (2) 1:1 mixture of pure and autoclaved Evian mineral water
and (3) autoclaved Evian mineral water. (A): Dot plot showing CyStain™ Green vs. CyStain™ Red. All viable cells are located and automatically counted within the predefined blue
gate. (B): Dot plot showing the side scatter (SSC) vs. CyStain™ Green which allows to determine the LNA and HNA numbers - the “Fingerprint” of a water sample.



Application Note

Troubleshooting
General hints

Cleaning steps between different samples

Depending on the cell count of the water sample, as
well as the analysis method cleaning steps between
individual measurements are recommended to reduce
the possibility of cross contamination and background
signals.

Cell content
in comparison with previous sample

Intermediate Intermediate

Manual

analyis Mot required cleaning with cleaning with
. 4 Sheath Fluid Sheath Fluid
Cleaning -
St Cleaning mede
=2 Automated | Cleaning Cleaning mode standard™* with
analysis mode None MNone or standard** Adaptive
with adaptive*** cleaning***

*Cleaning with Sheath Fluid (Ref. No. 04-4007_R)

**Cleaning with additional Cleaning Solution (Ref. No. 04-4009_R)

*** Automatically switch to Intensive cleaning in case of high counts when
a defined threshold of particles is exceeded

Intensive cleaning procedure

The analysis of water samples with an expected viable
cell counts lower than 1x 104 cells/mL requires a special
treatment of the CyFlow™ RI-300 Flow Cytometer. To
maintain ultra-clean conditions the following manual
cleaning procedure is recommended.

Remove inline filter and empty sheath fluid

1. Unscrew the Sheath Fluid bottle

2. Pullthe tubing, including the inline filter,
out of the Sheath Fluid bottle

3. Secure cap and tubing on a clean
surface in a stable manner

4. Pull the used inline filter off the tubing
(do not pull the tubing off the cap)

5. Dispose of the used inline filter.

6. Empty the Sheath Fluid bottle

Rinse with Hypochlorite solution

7. Rinse the Sheath Fluid bottle once with
10 mL Hypochlorite Solution, empty
and refill bottle afterwards with 350 mL
Hypochlorite Solution.

8. Insert the tubing into the Sheath Fluid
bottle and screw on the cap by turning
the bottle.

9. Fill a sample tube with 2 mL
Hypochlorite Solution.

10. Connect the sample tube to the sample
port

11. Select [Work] mode

12. Choose Measure mode [Analyze All].

13.

14.
15.
16.

CyStain™ BacCount Viable

Start a measurement at a speed of 0.5 pl/s until it
stops automatically.

Wait 90 min and repeat the measurement (11-13)
Stop the measurement after 10 min.

Remove the sample tube

17. Empty the Sheath Fluid bottle

18. Empty the waste bottle

Rinse with Sheath Fluid

19. Rinse the Sheath Fluid bottle twice with approx. 50

20.

21.

22.
23.
24.
25.
26.
27.

mL of Sheath Fluid each time

Empty the Sheath Fluid bottle

Fill the Sheath Fluid bottle with up to 800 mL of
fresh Sheath Fluid

Insert the tubing into the Sheath Fluid bottle

Fill a sample tube with 2 mL Sheath Fluid

Connect the sample tube to the sample port
Select [Work] mode

Choose Measure mode [Analyze All].

Start a measurement at a speed of 0.5 pl/s until it
stops automatically Stop the measurement after 2
minutes

Install new inline filter

28.
29.

30.

31

32.
33.
34.
35.
36.

Attach a new inline filter to the Sheath Fluid tubing
Insert the tubing, including the new inline filter, into
the Sheath fluid bottle

Move the cap gently up and down several times,
while keeping the inline filter in Sheath Fluid to
remove air bubbles from the inline filter

Screw on the cap by turning the bottle

Fill a sample tube with 2 mL Sheath Fluid

Connect the sample tube to the sample port
Select [Work] mode

Choose Measure mode [Analyze All].

Start a measurement at a speed of 0.5 pl/s until it
stops automatically Stop the measurement after 30
minutes

E In addition to the cleaning procedure a

filtration (0.22 pm filter) of Sheath Fluid is
recommended.
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QC
procedure
“invalid”

Population(s) of
viable cells
outside of
predefined gate

No separation
between viable
bacteria and
background
signal

CyStain™ BacCount Viable

Reason Remedy

QC material poorly mixed Shake the QC material vigorously (e.g., by vortexing) and
repeat QC procedure
Check the date of expiry of the QC material
Perform a priming procedure and repeat QC procedure

Perform an intensive cleaning procedure and repeat QC

procedure
LOT NO° mismatch of QC Make sure to use a matching FCS Express™ template and
material QC material LOT NO°
Deposition of CyStain™ Red Perform an intensive cleaning procedure and repeat QC
inside the device procedure
Reason Remedy

Incubation time of the sample Repeat sample preparation and measurement
with CyStain™ Red is too short

or too long
Deposition of CyStain™ Red  Perform an intensive cleaning procedure, repeat sample
inside the device preparation and measurement

Air bubbles inside the device Initiate debubble cycle by selecting [Debubble] button
from the acquisition controls.

Reason Remedy

Cell number higher than 2 x  Dilute water sample with filtered
105 cells/mL (0.22 pm Filter) or ultrapure water, repeat sample
preparation and measurement

2 If the error you are experiencing is not described or the remedy could not solve your

problem, please contact your local Sysmex representative.
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